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COLOR CHART 


CEILING HUNG 
COMPARTMENTS 

Vitre-Steel. 

Baked Enamel.. 


FLOOR BRACED 
COMPARTMENTS 

Vitre-Steel. 

Baked Enamel.. 


Hl-STILE COMPARTMENTS 

Vitre-Steel. 

Baked Enamel.] 


WEISHOWER 


HARDWARE AND 
ACCESSORIES... 


HENRY WEIS MFG. CO., INC. Elkhart, Indiana 


84 years designing and manufacturing 
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Because of the many 
variable and uncontrollable 
factors that affect the baking 
or firing process, and because 
responsible manufacturers of baking 
enamel and porcelain frit retain the 
privilege of a reasonable color 
variation, we are consequently 
unable to guarantee the exact 
matching of colors. 


Any two colors may be 
selected on Vitre-Steel 
orders. Additional colors 
slight extra charge. 


22 beautiful colors 

for every need in 

single or combination color planning 



82 Medium Grey 



12 Red 


Also available in: 
BLACK-91 
WHITE-71 



33 Light Ivory 



11 Maroon 




81 Light Grey 



52 Mist Blue 



41 Green 



45 Dark Green 













































WEIS FINISHES 


3 



3 



VITRE-STEEL 

porcelain enamel 

7. Enameling iron 

2. Ground coat (porcelain enamel) 

3. Cover coat (porcelain enamel) 

Vitre-Steel finish may be specified for 
Ceiling Hung, Floor Braced and Hi-Stile 
compartments. The enameling iron is completely 
sealed with porcelain enamel, fired (not baked) 
inside and outside the double-wall partitions, stiles and 
doors. Surfaces are then refired in your choice 
of Vitre-Steel colors. Glass-hard Vitre-Steel finishes 
withstand not only normal every day usages, 
but the attacks of acids, cleaning compounds 
and resist defacement. 
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BAKED ENAMEL 

on bonderized galvanized steel 

Years of lasting beauty . . . that’s the service 
promise assured by the Weis label: 

1. Cold rolled steel. 

2. Galvanized, surface smoothness 
equivalent to furniture steel, affords 
resistance to corrosion. 

3. Bonderized, additional corrosion resistance 
and positive adhesion of enamel to metal. 

4 . Synthetic primer. 

5. Enamel—combines highly protective 
surface coating with lustrous beauty in a 
wide range of colors. 
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stainless steel corners 



The new Weis stainless steel corner 
reinforcement is applied on all parti¬ 
tions and doors and does not disturb 
the bonderizing or galvanizing. Fur¬ 
thermore, the corners are completely 
covered by type 302 stainless steel. 
Corners finished by conventional weld¬ 
ing and grinding lose their galvanized 
and bonderized coating. 


flush type construction 


Flush partitions, stiles, and doors * * 
are made of two sheets spaced and 
insulated with double faced honey¬ 
comb cores cemented to inner sur¬ 
faces under pressure. Each partition, 
stile, and door is welded into a rigid 
one piece unit, then bound with in¬ 
terlocking molding reinforced at 
comers with stainless steel. 



All specifications subject to change without notice. 
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EISART 





SPECIFICATIONS 


Weisart Vitre-Steel Ceiling Hung compartments 
used in combination with wall hung fixtures (by others) 
clear entire floor area for thorough cleaning 
and maintenance with minimum time and cost. 
Completed installation, in accordance with specifications, 
provides trouble-free service for the life of the building 


C 


c 


GENERAL— Toilet compartments shall be Weisart Vitre-Steel, 
Ceiling Hung, as manufactured by Henry Weis Manufacturing 
Company, Inc., Elkhart, Indiana. Partitions, stiles, and doors 
shall be flush construction. Structural members in ceilings by 
others. Note: Weis Hi-Stile (overhead braced) recommended 
for single alcove compartments. 

MATERIALS— Partitions, doors and stiles shall be 18 gauge 
enameling iron, enameled in accordance with specifications 
of the Porcelain Enamel Institute, Inc., for acid resisting archi¬ 
tectural porcelain enamel. Edge molding shall be 20 gauge 
stainless steel. Stile shoes shall be stainless steel, 3" high. 
Brackets shall be cast alloy. 

DESIGN— Bottoms of doors and stiles shall be in alignment, with 
no hardware extending below bottom line. Panels and doors 
shall be 1" thick, stiles IV 4 " thick. Partitions, doors and stiles 
shall have double faced honeycomb cores cemented under 
pressure to inner surfaces. Face plates of doors and partitions 
shall have die formed corners and edges, the latter with flat, 
level, die formed welding segments, and shall be fused together 


at these segments to form a rigid one piece unit. Face plates 
of stiles shall have formed edges, welded together into a rigid 
unit. All edges shall be bound with interlocking trim molding. 
Stile molding shall be mitered and welded at corners. Partition 
and door molding shall be reinforced with die formed stainless 
steel corners. Wall and floor fastenings shall be adjustable. 

FINISH— All surfaces, concealed and exposed, shall receive a 
vitreous porcelain enamel ground coat. All exposed surfaces 
shall receive a cover coat in color selected from the Weis 
color chart. (Combinations of three or more colors, slight 
extra charge.) Castings shall be chromium plated. 

HARDWARE— Doors shall be hung on Weistyle concealed grav¬ 
ity hinges, with stainless steel pintles and actuated by opposed 
nylon cams in the lower hinge. Hinges shall be recessed in 
edge of door. Compartments with doors shall be fitted with 
combination keeper and bumper, slide bar latch and coat hook 1 
with rubber tipped bumper. Latches and coat hooks applied 
with theft resistant, one way screws. All hardware non-ferrous 
metal, chromium plated. 
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CEILING HUNG DETAILS 

VITRE-STEEL 
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DETAIL "A* 

CONNECTION BETWEEN 
PANEL & EDGE OF STILE 


ALCOVE 

POST AND HEADRAIL STAINLESS STEEL 

IN THIS TYPE OF INSTALLATION 
AVOID USE OF WEIS FLOOR BRACED 
AND CEILING HUNG TYPE. 

HI-STILE TYPE (HEADRAIL BRACED) 

IS RECOMMENDED. 
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CEILING FASTENING FOR STILE 
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EISART 


c 



(Porcelain Enamel) FLOOR BRACED COMPARTMENTS 



SPECIFICATIONS 


Weisart Vitre-Steel Floor Braced compartments 
offer clean, horizontal lines created by rigid flush stile 
construction that entirely eliminates overhead 
bracing . The Weis upper inset hinge 

permits doors and stiles to line up at top . 


t 


c 


GENERAL— Toilet compartments shall be Weisart Vitre-Steel, 
Floor Braced, as manufactured by the Henry Weis Manu¬ 
facturing Company, Inc., Elkhart, Indiana. Partitions, doors 
and stiles shall be flush construction. Solid sub-floor not more 
than 2 " below finish floor by others. Note: Weis Hi-Stile 
(overhead braced) recommended for single alcove compart¬ 
ments. When specified sub-floor stile anchor assemblies shall 
be provided by Weis for installation by contractor before 
finished floor is laid. See detail opposite page. 

MATERIAL— Partitions, doors and stiles shall be 18 gauge 
enameling iron, enameled in accordance with specifications of 
the Porcelain Enamel Institute, Inc., for acid resisting archi¬ 
tectural porcelain enamel. Edge molding shall be 20 gauge 
stainless steel. Stile shoes shall be stainless steel, 3" high. 
Brackets shall be cast alloy. 

DESIGN— Doors shall be in alignment with tops of stiles, with 
no hardware extending above top line. Panels and doors shall 
be 1" thick, stiles IVa " thick. Partitions, doors and stiles shall 
have double faced honeycomb cores cemented under pressure 
to inner surfaces. Face plates of doors and partitions shall have 
die formed corners and edges, the latter with flat, level, die 


formed welding segments, and shall be fused together at these 
segments to form a rigid one piece unit. Face plates of stiles 
shall have formed edges, welded together into a rigid unit. All 
edges shall be bound with interlocking trim molding. Stile 
molding shall be mitered and welded at corners. Partition and 
door molding shall be reinforced with die formed stainless steel 
corners. Wall and floor fastenings shall be adjustable. 

FINISH— All surfaces, concealed and exposed, shall receive a 
vitreous porcelain enamel ground coat. All exposed surfaces 
shall receive a cover coat in color selected from the Weis 
color chart. (Combinations of three or more colors, slight 
extra charge.) Castings shall be chromium plated. 

HARDWARE— Doors shall be hung on Weistyle concealed grav¬ 
ity hinges with stainless steel pintles, and actuated by opposed 
nylon cams in the lower hinge. Hinges recessed in edge of 
door. Compartments with doors shall be fitted with combi¬ 
nation keeper and bumper, slide bar latch and coat hook with 
rubber tipped bumper. Latches and coat hooks applied with 
theft resistant, one way screws. All hardware non-ferrous metal 
chromium plated. 
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FLOOR BRACED DETAILS 

VITRE-STEEL 
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SPECIFICATIONS 


We/s Vitre-Steel Hi-Stile compartments (overhead 
braced) combine attractive design with double 

assurance of a rigid installation. Weis "Loafer 
Rail" (illustrated) available when specified to 
discourage young "trapeze performers " 


C 


GENERAL— Toilet, Shower and Dressing compartments shall 
be Weis Vitre-Steel, Hi-Stile, as manufactured by the Henry 
Weis Manufacturing Company, Inc., Elkhart, Indiana. 

MATERIALS— Partitions, doors and stiles 3” and wider shall be 
18 gauge enameling iron, enameled in accordance with speci¬ 
fications of the Porcelain Enamel Institute, Inc., for acid resist¬ 
ing architectural porcelain enamel. Edge molding shall be 20 
gauge, stainless steel. Compartments with full width doors and 
alcove compartments shall be furnished with stainless steel 
posts IV 4 " x 1% " instead of vitreous porcelain stiles. Headrail 
shall be IV 4 " x 1%" 20 gauge, stainless steel tubing. Stile 
shoes shall be stainless steel, 3" high, except shoes for stiles 
under 4" shall be cast alloy. Brackets shall be cast alloy. 

DESIGN— Panels and doors shall be 1" thick, stiles VA" thick. 
Partitions, doors and stiles shall have double faced honeycomb 
cores cemented under pressure to inner surfaces. Face plates of 
doors and partitions shall have die formed corners and edges, 
the latter with flat, level, die formed welding segments, and 
shall be fused together at these segments to form a rigid one 


piece unit. Face plates of stiles shall have formed edges, welded 
together into a rigid unit. All edges shall be bound with inter¬ 
locking trim molding. Stile molding shall be mitered and welded 
at corners. Partition and door molding shall be reinforced with 
die formed stainless steel corners. Wall and floor fastenings 
shall be adjustable. 

FINISH— All surfaces, concealed and exposed, shall receive a 
vitreous porcelain enamel ground coat. All exposed surfaces 
shall receive a cover coat in color selected from the Weis 
color chart. (Combinations of three or more colors, slight 
extra charge.) Castings shall be chromium plated. All stain¬ 
less steel components polished finish. 

HARDWARE— Doors shall be hung on Weistyle concealed grav¬ 
ity hinges with stainless steel pintles, and actuated by opposed 
nylon cams in the lower hinge. Hinges recessed in edge of 
door. Compartments with doors shall be fitted with combina- C 
tion keeper and bumper, slide bar latch and coat hook with 
rubber tipped bumper. Latches and coat hooks applied with 
theft resistant, one way screws. All hardware non-ferrous 
metal chromium plated. 
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H l-STILE DETAILS 

VITRE-STEEL 
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SHOWER & DRESSING COMPARTMENT LAYOUT 
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EISART 

CEILING HUNG COMPARTMENTS 



SPECIFICATIONS 


Weisart Baked Enamel Ceiling Hung compartments 
used in combination with wall hung fixtures (by others) 
clear entire floor area for thorough cleaning and 
maintenance with minimum time and cost . Completed 

installation in accordance with specifications assures 
years of satisfactory service. 


I 


GENERAL— Toilet compartments shall be Weisart Ceiling Hung, 
as manufactured by the Henry Weis Manufacturing Com¬ 
pany, Inc., Elkhart, Indiana. Partitions, doors and stiles shall 
be Weis flush construction. Structural members in ceilings by 
others. Note: Weis Hi-Stile (overhead braced) recommended 
for single alcove compartments. 

MATERIAL— Partitions, doors and stiles shall be bonderized 
galvanized, extra smooth finish. Partitions shall be 20 ga., 
doors 22 ga., stiles 16 ga., edge moldings 20 ga. Stile shoes, 4" 
wide and over, shall be stainless steel, 3" high. Stile shoes less 
than 4" wide shall be cast alloy. Brackets shall be cast alloy. 

DESIGN— Bottoms of doors and stiles shall be in alignment, with 
no hardware extending below bottom line. Panels and doors 
shall be 1" thick, stiles VA" thick. Partitions, doors and stiles 
shall have double faced honeycomb cores cemented under 
pressure to inner metal surfaces. Face plates of doors and par¬ 
titions shall have die formed corners and edges, the latter with 
flat, level, die formed welding segments, and shall be fused 
together at these segments to form a rigid one piece unit. Face 


plates of stiles shall have formed edges, welded together into 
a rigid unit. All edges shall be bound with interlocking trim 
molding. Stile molding shall be mitered and welded at corners. 
Partition and door molding shall be reinforced with die formed 
stainless steel corners. Wall and floor fastenings shall be ad¬ 
justable. 

FINISH— All material shall be thoroughly cleaned and given 
one coat of rust resisting synthetic primer, followed by syn¬ 
thetic enamel, baked at high temperatures. Brackets shall be 
enameled to match partitions. (Chromium plated brackets also 
available when specified.) 

HARDWARE— Doors shall be hung on Weistyle concealed grav¬ 
ity hinges with stainless steel pintles, and actuated by opposed 
nylon cams in the lower hinge. Hinges shall be recessed in edge 
of door. Compartments with doors shall be fitted with com¬ 
bination keeper and bumper, slide bar latch and coat hook 
with rubber tipped bumper. Latches and coat hooks applied 
with theft resistant, one way screws. All hardware non-ferrous 
metal, chromium plated. 
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CEILING HUNG DETAILS 

BAKED ENAMEL 
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EISART 


BAKED ENAMEL 


FLOOR BRACED COMPARTMENTS 



Weisart Floor Braced compartments finished in 
Baked Enamel offer clean, horizontal lines created by 

rigid flush stile construction. The Weis inset upper 
hinge permits doors and stiles to line up at top. 


SPECIFICATIONS 


GENERAL— Toilet compartments shall be Weisart Floor-Braced, 
as manufactured by the Henry Weis Manufacturing Com¬ 
pany, Inc., Elkhart, Indiana. Partitions, doors and stiles shall 
be Weis flush construction. Solid sub-floor , by others , recom¬ 
mended not more than 2 " below finish floor for anchoring stiles. 

(Note) Weis Hi-Stile (overhead braced) recommended for 
single alcove compartments. 

When specified, sub-floor stile anchor assemblies shall be 
provided by Weis for installation by contractor before finished 
floor is laid. See detail opposite page. 

MATERIALS— Partitions, stiles and doors shall be bonderized 
galvanized, extra smooth finish. Partitions shall be 20 ga., doors 
22 ga., stiles 16 ga., edge moldings 20 ga. Stile shoes, 4" wide 
and over, shall be stainless steel, 3" high. Stile shoes less than 
4" wide shall be cast alloy. Brackets shall be cast alloy. 

DESIGN— Doors shall be in alignment with tops of stiles, with 
no hardware extending above top line. Panels and doors shall 
be 1" thick, stiles 1*4" thick. Partitions, doors and stiles shall 
have double faced honeycomb cores cemented under pressure 
to inner metal surfaces. Face plates of doors and partitions shall 


have die formed corners and edges, the latter with flat, level, 
die formed welding segments, and shall be fused together at 
these segments to form a rigid one piece unit. Face plates of 
stiles shall have formed edges, welded together into a rigid 
unit. All edges shall be bound with interlocking trim molding. 
Stile molding shall be mitered and welded at corners. Partition 
and door molding shall be reinforced with die formed stainless 
steel corners. Wall and floor fastenings shall be adjustable. 

FINISH— All material shall be thoroughly cleaned and given one 
coat of rust resisting synthetic primer, followed by synthetic 
enamel, baked at high temperatures. Brackets shall be enameled 
to match partitions. (Chromium plated brackets also avail¬ 
able when specified.) 

HARDWARE— Doors shall be hung on Weistyle concealed grav¬ 
ity hinges with stainless steel pintles, and actuated by opposed 
nylon cams in the lower hinge. Hinges shall be recessed in edge 
of door. Compartments with doors shall be fitted with com¬ 
bination keeper and bumper, slide bar latch and coat hook 
with rubber tipped bumper. Latches and coat hooks applied 
with theft resistant, one way screws. All hardware non-ferrous 
metal chromium plated. 
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FLOOR BRACED DETAILS 

BAKED ENAMEL 




J 6 L-24-J-I0-1-24-J 


TYPICAL LAYOUT 




I I 
o to 
n ? 




STANDARD SIZES 


EQUAL WIDTH 


FRONT ELEVATION 



SIDE ELEVATION 
URINAL SCREEN 





v 


^ 7 —7 / / 

FRONT ELEVATION 


fr* / / / 

y- WAINSCOT 

I PROJECTION 

/ / / / , 


/ 4- / / s / / / 

1 SB 

u 

COAT HOOR-7 

N s > 



t 


LAYOUT WITH LARGE COMPARTMENT OR ENTRANCE SCREEN 


l*-io *l» D - i - io —l 


IS-- 


1 

S- 



-0 

1 

5 

8 1 










7 

0 




<K_ 


1 

Sfc 



a 

I 

i, 

; i 

? 







/ y / 

~7~ / 

'/ 

7 / 

7 7/7/ 

’"/// 



DOOR CLEARANCE 
SCHEDULE 

W 

D 

X 

32 

22 

9 

34 

24 

Ik 

36 

26 

5* 


FRONT ELEVATION 


■\X ' / ' 

FACE OF 

' ' y ' 

/ 

WAINSCOT 

/ 




; 

r 


'~~7 

iM 

._ STAINLESS STEEL f 

A 

FOOT FITTING j 

mi 


M 

LJ 




is 


DIVIDING PARTITION 


© © 



© ® 


-— STAINLESS STEEL FOOT FITTING 




7,’////////}&/$/, 


W- 

. . v SECTION i ^ 

• ..SHOWING .STILE, 

. FLOOR*F^STENING 


. 2 i OR MORE 

' • INTO STR. SLAB 


VERTICAL SECTION 


DETAIL OF FLOOR ANCHOR ASSEMBLY, ATTACHED TO SUB FLOOR 
-X -—<\—Z Z tL 



HORIZONTAL SECTION 

DOOR & STILE WIDTHS VARY WITH STALL WIDTHS 


13 

























































































































































































































































































































Weisteel Baked Enamel Hi-Stile compartments combine 
an attractive design with definite economies for moderate 
cost installations. The flush stiles extending from 
floor to headrail are securely interlocked with the 
headrail bracing. Weis vv Loafer Rail" available 
when specified to discourage young vv trapeze performers". 

SPECIFICATIONS 


GENERAL— Toilet, shower, and dressing compartments shall be 
Weisteel Hi-Stile, flush construction, as manufactured by Henry 
Weis Manufacturing Company, Inc., Elkhart, Indiana. 

MATERIALS— Partitions, doors, stiles and headrail shall be bon- 
derized galvanized, extra smooth finish. (Available in cold 
rolled steel.)* Partitions, stiles, headrail and edge molding 
shall be 20 ga., doors 22 ga. Headrail shall be l/T'xlJs" lock 
seam tubing. Stile shoes, 4" wide and over, shall be stainless 
steel, 3" high. Stile shoes less than 4" wide shall be cast alloy. 
Brackets shall be fabricated steel. 

DESIGN— Panels and doors shall be 1" thick, stiles IV 4 " thick. 
Partitions, doors and stiles shall have double faced honeycomb 
cores cemented under pressure to inner surfaces. Face plates of 
doors and partitions shall have die formed corners and edges, 
the latter with flat, level, die formed welding segments, and 
shall be fused together at these segments to form a rigid one 
piece unit. Face plates of stiles shall have formed edges, welded 
together into a rigid unit. All edges shall be bound with inter¬ 
locking trim molding. Stile molding shall be mitered and welded 


at corners. Partition and door molding shall be reinforced with 
die formed stainless steel corners. Wall and floor fastenings 
shall be adjustable. 

FINISH— All material shall be thoroughly cleaned and given a 
coat of rust resisting synthetic primer, followed by synthetic 
enamel, baked at high temperatures. Brackets shall be en¬ 
ameled to match partitions. (Chromium plated brackets also 
available when specified.) 

HARDWARE— Doors shall be hung on Weistyle concealed grav¬ 
ity hinges, with stainless steel pintles, and actuated by op¬ 
posed nylon cams in the lower hinge. Hinges shall be recessed 
in edge of door. Compartments with doors shall be fitted with 
combination keeper and bumper, slide bar latch and coat hook 
with rubber tipped bumper. Latches and coat hooks shall be 
applied with theft resistant, one way screws. All hardware 
non-ferrous metal chromium plated. 

*Note: All shower partitions , urinal screens and partitions ad¬ 
jacent to urinal fixtures furnished only in bonderized galvan¬ 
ized steel. 
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H I -STILE DETAILS 

BAKED ENAMEL 
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36 x 36-1 


Weishowers are normally furnished on the same contract 
with toilet compartments and are finished in 
matching Weis colors. The one inch thick double wall 

construction is of the same design as toilet compartments 
and has a water-proof filler core. 


EESHOWER 


WEISHOWER VITRE-STEEL (Porcelain Enamel) 

GENERAL— Shower compartments shall be Weishower Vitre-Steel, as 
manufactured by Henry Weis Manufacturing Company, Inc., Elk¬ 
hart, Indiana. 

MATERIALS— Sides, backs and fronts shall be 18 gauge enameling 
iron, enameled in accordance with specifications of the Porcelain 
Enamel Institute, Inc., for acid resisting architectural porcelain 
enamel. Edge moldings shall be stainless steel. Receptors shall be 
precast terrazzo, consisting of white Portland cement and black and 
white marble chips. Waste outlet shall be cast brass for 2" iron pipe, 
complete with stainless steel removable strainer plate. Corner mem¬ 
bers shall be stainless steel, assembled with stainless steel screws. 
Curtain rod shall be chrome plated brass. 

DESIGN— Sides, backs and fronts shall be 1" thick, matching the flush 
design and construction of Weisart Vitre-Steel compartments. Units 
shall have plastic sized water-proof, double faced honeycomb cores, 
cemented under pressure to inner surfaces. Face plates shall have 
die formed comers and edges, the latter with flat, level, die formed 
welding segments, and shall be fused together at these segments to 
form a rigid one-piece unit. All edges shall be bound with interlock¬ 
ing trim molding. Walls shall extend 76" above receptor. Receptors 
shall be 32" x 32" or 36" x 36". 


WEISHOWER BAKED ENAMEL 

GENERAL— Shower compartments shall be Weishower with baked 
enamel finish, as manufactured by Henry Weis Manufacturing Co., 
Inc., Elkhart, Indiana. 

MATERIALS— Sides, backs, fronts, and moldings shall be 20 gauge 
extra smooth stretcher leveled galvanized bonderized steel. Recep¬ 
tors shall be precast terrazzo, consisting of white Portland cement 
and black and white marble chips, with cast brass waste outlet for 
2" pipe, complete with stainless steel removable strainer plate. Cor¬ 
ner members shall be stainless steel, enameled to match walls, as¬ 
sembled with stainless steel screws. Curtain rod shall be chrome 
plated brass. 

DESIGN— Sides, backs and fronts shall be 1" thick, matching the flush 
design and construction of Weisart compartments. Units shall have 
plastic sized water-proof, double faced honeycomb cores, cemented 
under pressure to inner surfaces. Face plates shall have die formed 
corners and edges, the latter with flat, level, die formed welding 
segments, and shall be fused together at the segments to form a 
rigid one-piece unit. All edges shall be bound with interlocking trim 
molding. Walls shall extend 76" above receptor. Receptors shall be 
32" x 32" or 36" x 36". 


FINISH— All surfaces, concealed and exposed, shall receive a vitreous 
porcelain enamel ground coat. All exposed surfaces shall receive a 
cover coat in color selected from the Weis color chart. 

HARDWARE— Curtain rods included. Valves, heads, soap dishes, doors 
or curtains, mastic caulking, and similar accessories shall be supplied 
by others. Specify if walls to be drilled for valves and shower head. 


FINISH— All material shall be thoroughly cleaned and given one coat 
of rust resisting primer, followed by synthetic enamel, baked at high 
temperatures. Color to be selected from Weis color chart. 

HARDWARE— Curtain rods included. Valves, heads, soap dishes, doors 
or curtains, mastic caulking, and similar accessories shall be supplied 
by others. Specify if walls to be drilled for valves and shower head. 
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Confidence in Weis products among archi¬ 
tects, engineers and contractors stems from a long his¬ 
tory of manufacturing that goes back more than three-quarters of 
a century. Weis originated the metal toilet compartment and over the years 
the names Weisteel and Weisart have earned a deserving reputation in this specialized field. 



Certification 
will be 
furnished 
on request. 
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hardware 


Weistyle concealed hinges for all Weis doors. 
Opposing nylon cam action, stainless steel 
pintles. Suitable for inswinging, outswing- 
ing, or double acting doors. Adjustable to 
stand open at any desired angle. Tested 
2,187,000 cycles with no measurable wear. 
Easy action—no slamming of door. 


KB-6 Combination 
keeper and bumper. 
Used on inswinging 
doorsfor baked enam¬ 
el and porcelain 
enamel compart¬ 
ments. 


E-152 Grif-Ho R-200 
Steel chromium plated 
roll paper holder, self¬ 
locking type. 


Weis doors and hardware available for 
partitions of marble, glass or other materials. 



combination 
coat hook 
and bumper 


two-prong 
coat hook 


LL-1 Slide Bar Latch, 
brass, chromium 
plated with concealed 
spring plate eliminat¬ 
ing rattle of latch bar. 
Attached with one way 
slot screws. 


C-28 Door Pull, brass, 
chromium plated. Fur¬ 
nished for outswing- 
ing doors, also entry 
doors. Attached with 
one way slot screws. 


C-110-2 Combination 
coat hook and bump¬ 
er. Brass, chromium 
plated, for inswinging 
doors. Attached with 
one way slot screws. 


B-35 2-prong coat 
hook. Brass, chro¬ 
mium plated. For out- 
swinging doors, also 
for compartments 
without doors. 


WB-151 for stile 
WB-141 for partition 
WB-142 partition to 
stile at corner. Chro¬ 
mium plated or en¬ 
ameled. 

C 
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ftnd accessories 


cabinet 
paper holder 


E-149 Government 
#438 Steel chromium 
plated cabinet paper 
holder for single or 
double fold tissue. 


two-eared 
cast bracket 


stile 

shoe 


FF-31 Cast alloy 
chromium plated stile 
shoe. For free stand¬ 
ing floor braced urinal 
shields with 3" front 
stile. Also for 3" stiles 
from floor to ceiling. 
Two floor fastenings 
(one at each edge of 
stile). 


partition- 

to-stile 

bracket, steel 


stile 

shoe 


stile 

shoe 


FF-30 Cast alloy 
chromium plated shoe 
for3" stiles. Concealed 
floor fastening inside 
fitting. 


FF-4 through FF-12 
Polished stainless 
steel stile shoe 3" high 
for stiles 4" and over 
in width. 


RS-7 Aluminum extru-I 
sion to provide a| 
closed joint where 
partition attaches toj 
edge of stile. Enam-| 
eled to match parti-1 
tion and stile. 


one-eared 
wall bracket, 
steel 


two-eared 
wall bracket, 
steel 


cabinet 

showers 



WB-131 partition to 
wall. 

WB-132 partition to 
stile. Chromium 
plated or enameled. 

I 


WB-10 Partition to 
stile bracket for Hi- 
Stile compartments, 
enameled. 


WB-9-3 for partition, 
enameled. 

WB-12-3 for stile, en¬ 
ameled. 


Weisway Cabinet 
Showers in a wide 
range of models and 
sizes. For home, in¬ 
dustrial and institu¬ 
tional installations. 
Write for complete in¬ 
formation. 


WB-8-3 for partition, 
enameled. 

WB-11-2 for stile or 
wall post, enameled. 































Phone 


Building Specialties Co., 528 North 9th St. 

Reliance Equipment Co., Inc., Box 79, 

80 St. Michael St. (216 Staples-Pake Bldg.) 

The Morton Sales Co., Inc., Box 814, 782 So. Hull St. 


Phone 
AL 2-7511 


HE 2-5596 
AM 2-4877 


Beach Bldg. Spec. Inc., Box 10236, 1040 E. Camelback Rd. CR 4-3555 


CALIFORNIA 

Los Angeles 33 
San Diego 12 


National Bldrs. Supply, Box 3328, Forrest Park Sta. 
3519 Cantrell Road 


MO 6-9491 


Frank Peck Specialty Co., Inc., 347 South Clarence St. AN 2-1185 
Charles H. Lentz, Box 727, San Diego 

8169 Center St., Industrial Area, La Mesa HO 9-4961 

C. & B. Supply Co., 1671 Jerrold Ave. Ml 7-2462 


C. A. Crosta, Inc., 1901 Market St. 

The A. R. Kirschner Co., 315 Whitney Ave. 


San Francisco 24 

COLORADO 

Denver 2 

CONNECTICUT 

New Haven 11 

DELAWARE 

Wilmington 99 J. Francis Blaine Co., Box 1670, 1011 Washington St. 

DIST. OF COLUMBIA 

Washington 7 Klon O. Row, Inc., 4380 MacArthur Blvd., N. W. FE 3-4410 

FLORIDA 

Jacksonville 7 Ed F. Zibell, 6134 Stetson Road EX 8-2862 

Miami 47 Metallic Engineering Co., Inc., 4885 S. W. 91st Ave. OX 1-4114 

Palm Beach Kader Building Spec., Box 706, 332 Royal Palm Way TE 3-1832 

Pensacola McCaa & Company, Box 5267, 1205 W. Government St. HE 8-1623 


KE 4-4227 


LO 2-9697 


OL 6-8518 


Sarasota 
Tallahassee 

GEORGIA 

Atlanta 8 

Augusta 

Savannah 

ILLINOIS 

Chicago 13 

Decatur 

Ottawa 

Peoria 2 

Quincy 

Rockford 

INDIANA 

Evansville 3 
Fort Wayne 
Gary 

Indianapolis 2 
Terre Haute 
IOWA 
Burlington 
Davenport 
Des Moines 9 
Sioux City 1 
Waterloo 

KANSAS 

Wichita 1 

KENTUCKY 

Louisville 11 
Paducah 

LOUISIANA 

Baton Rouge 8 


Max M. Bayard, Box 2389 
Tallahassee Bldrs. Supply, Inc., Box 188 
Corner Gaines & Woodward Aves. 

Industrial Equip. Co., 78 Baker St., N. W. 

W. E. Raines Co., Inc., Box 878, 14 Seventh St. 
Schirm Supply & Spec. Co., Box 3551, Station B 
2007 East Waldburg St. 


Rl 7-6840 
2-0203 


JA 2-2615 
2-5553 


AD 3-0259 


Harold A. Schweig & Co., 1325 Belmont Ave. EA 7-7977 

Fred Wicker, Box 1067, 2997 N. Jasper St. 9-7715 

Fred Scherer, Inc., Box 476, 424 W. Madison St. HE 3-0752 

Lucas Sales Co., 1318 So. Washington St. 3-8547 

E. Best Plbg. & Htg. Supply Co., Box 42, 628 Jersey St. BA 3-0058 
Metal Fabricators, Inc., 1715 Seminary St. WO 3-3439 

Schlamp Bldg. Spec. Inc., Box 516, 400 W. Iowa St. HA 3-4474 
Jones Eng. Prod., Inc., Box 2498, 3416 Fairfield Ave. H-4131 

R. H. Ellsworth, Box 577, 8708 Oak Ave. YE 8-1037 

McFerran-Kane Co., Inc., 1725 No. Meridian St. WA 3-4537 

Enterprise Metal Prod., Box 127, 112 No. 7th St. LI 8188 

Barngrover & Son Glass Co., Third & Valley Streets PL 2-6307 

Austin Crabbs Inc., Box 816, 1010 So. Farragut Ave. 2-6294 

Lemke Builders Supply Co., 610 Walnut Bldg. AT 2-9611 

The Haakinson & Beaty Co., 1st & Nebraska Sts. 8-4595 

Modern Doors, Inc., Box 420, 917 East Fourth AD 2-4812 


Chester L. Anderson Co., Inc., Box 2254, 
700 So. Emporia 


HO 4-9354 


Atlas Plaster & Supply Co., Inc. 30th & Greenwood Ave. SP 6-4621 
The Paducah Iron Co., Box 118, 229 So. First St. 2-8238 


A. B. Broussard & Sons, Inc., Box 1710, 

2937 Greenwood Dr. Dl 4-3703 

Alumaglass Bldg. Prod., Inc., Box 7037, 739 S. Clark St. AU 0844 
W. A. Robinson & Co., Box 676, 711 Ontario St. 7-6382 


VA 3-0559 
PA 2-5536 


NO 7-3820 
RE 6-2239 


WA 3-7555 
CH 5-0583 


New Orleans 19 
Shreveport 

MARYLAND 

Towson 4 (Baltimore) Walter E. Scribner, Jr., 400 Eudowood Ave. 

Cumberland Builders Paint & Supply Co., Box 1006, 

121 No. Centre St. 

MASSACHUSETTS 

Norwood (Boston) The Construction Supply Co., Box 206, 

506 Washington St. 

Springfield 5 John E. Anderson & Son, Inc., Box 26, Highland Sta 

429 Walnut Street 

MICHIGAN 

Detroit 7 Acme Wire & Iron Works, 3527 East Canfield Ave. 

Grand Rapids 2 S. A. Mormon & Co., 300 Franklin St., S. W. 

Kalamazoo 24 The Wigginton Bldrs. Supply Co., Box 2649, 

1925 Alcott St. FI 3-1639 

Lansing Payne-Rosso Co., Box 367, 2211 West St. Joseph St. IV 4-4548 

St. Joseph Anderson Building Materials, Box 387, 216 No. State St. YU 3-5543 

Traverse City R. w. Lang, Jr. & Assoc., Box B-12, 138 Burton, S. E. 

Grand Rapids 7, Michigan CH 1-3991 

MINNESOTA 

St - P° u l 4 Builders Engineering Co., 501 Lynnhurst Ave. Ml 6-9623 

MISSISSIPPI 

Jackson Thrasher Co., Box 4477, 2689 Livingston Road EM 2-1575 

MISSOURI 

JoP‘in M. E. Alcott Co., Box 347, 1201 Wall St. 

Kansas City 11 Edelman-Lyon Co., Box 5899, Westport Sta. 

4303 Main St. VA 1-4340 

bt. Louts 17 Len A. Maune Co., 8500 Eager Road WO 2-8100 

MONTANA 

Helena Builders Supply Co., Box 176 HI 2-2520 


MA 3-3677 


Buffalo 
Elmira 
New York 1 

Ridgewood 27 

Rochester 8 
Syracuse 5 


Utica 


Fargo 

OHIO 

Cincinnati 36 
Cleveland 15 
Columbus 8 
Dayton 3 

Toledo 1 

Youngstown (New 
Castle, Pa.) 

OKLAHOMA 

Oklahoma City 1 
Tulsa 19 

OREGON 

Portland 4 

PENNSYLVANIA 

Allentown 

Erie 

Harrisburg 


Halteman Co., Allen & St. Cloud Streets 
George H. Kraft Assoc., Box 628, 121 East 29th St. 

Harry Mason Co., Box 852, Harrisburg, 915 Ohio Ave., 

Lemoyne, Pa. 

Philadelphia 22 Philadelphia Fire Retardant Co., Inc., 

1934 North Front St. 

Pittsburgh 13 Better Bilt Supply, Inc., 3614-36 Boulevard of Allies 

Wilkes-Barre Builders’ Supply Co., 504 South Main St. 

Williamsport Cement Prod. Co., Box 93, East 4th & Penn Sts. 

York Service Supply Co., Box 746, 152 So. Sumner St. 

SOUTH CAROLINA 

Columbia Trojan Steel Corp., Box 5243, 825 Green St. 

Greenville A. N. Stall, Box 306, 56 Woodvale Ave. 

SOUTH DAKOTA 

Rapid City Midwest Bldrs. Supply, Inc., Box 1486, 

c . c „ u 813 Qu . !nc V st - Fillmore 3-4220 

Sioux Falls Hassenstem Steel Co., Box 776, 300 West Walnut St. 4-7091 

TENNESSEE 

® r j sto1 Milton B. Abercrombie Co., Box 544, 257 Central Building SO 4-1641 

Chattanooga 1 The Currin Co., Inc., Box 727, 1208 Carter St. AM 6-2762 

Knoxville 2 Wm. S. Trimble Co., Inc., Box 154, 2200 Atchley St. 5-2133 

Tri-State Iron Works, Box 282, 677 North Main St. JA 6-8414 

Boyd Jacoway, Box 6151, 409 Wilsonia Drive CY 7-1348 


Jenkins Brick & Supply Co., Box 1108, 820 West 6th St. 
Byrne & Assoc., Inc., Box 6863, 3012 Fairmount 
Architectural Prod. Co., Inc., Box 7307, 

506 E. Yandell Blvd. 

Charles F. Williams Co., Inc., Box 1724, 

328 Lipscomb St. 

Dewitt A. Sanders, Box 366, 2314 Preston Ave. 
Lubbock Bldg. Prod., Box 1238, 214 Avenue M 
Kirby Bldg. Spec., Box 8242, Laurel Heights Station 
3504 Bandera Road 


DR 2-4336 
Rl 7-9458 

KE 3-9547 

ED 2-6363 
CA 7-9204 
PO 5-7721 

BE 3-8169 


Memphis 1 
Nashville 12 
TEXAS 
Amarillo 
Dallas 19 
El Paso 

Fort Worth 

Houston 1 
Lubbock 
San Antonio 1 

UTAH 

Salt Lake City 

VIRGINIA 

Norfolk 9 
Richmond 24 
Roanoke 

WASHINGTON 

Seattle 1 
Spokane 1 

WEST VIRGINIA 

Charleston 1 
Huntington 16 

WISCONSIN 

Madison 4 

Marinette 
Milwaukee 2 

FOREIGN 

ONTARIO (CANADA) 

Toronto 1 Bennett Equip. & Supply Ltd., 

403 Terminal Whse. Bldg., 207 Queens Quay West Empire 4-9520 

HAWAII 


T. C. Stayner Co., Box 155, 2985 South Second St., West HU 4-4411 

Hall-Hodges Co., Inc.. Box 7055, Lafayette Station, 

1344 Ballentine Blvd. ma 5-8275 

Sash, Door & Glass Corp., Box 4209, 

6th & Stockton Sts. BE 2-2327 

Cates Bldg. Spec., Inc., Box 2489, 

1932 Chapman Ave., S. W. 


NEBRASKA 

”“»!>»* l a l r«xl. Co., Box 66, 223 So. Burlington Ave. 2-4203 

°™?* a Porter-Trustin Co., Box 37, Sto. A, 2300 Block North 18th AT 4586 

NEW MEXICO 

Albuquerque Architectural Prod. Co. Inc., Box 3276, Sta. D. 

2224 San Mateo Blvd., N. E. al 6 7109 

NEW YORK AL 6 7102 ^ 

Albany 10 Everett S. Glines & Co., 372 Hudson Avenue AL 3-1836 

Binghamton Babcock, Hinds & Underwood, Inc., 174 Washington St. 2-6461 

Baehre & Shumway, 41 Elmwood Ave. EL 2702 

Harris McHenry & Baker Co., Box 649, 321 Penna. Ave. RE 4-5144 
Henry Weis Mfg. Co., 110 West 34th St. 

Fred Pausch, Eastern Sales Supervisor LA 4-2721 

Henry Weis Mfg. Co., Inc., 56-31 Metropolitan Ave. 

Joe Scherbak, Manager HY-7-4600 

Carberry Building Spec. 135 Spring Street BA 5-2945 

B. R. Johnson & Son, Inc., 5900 So. Salina Street HO 9-3244 

Branch Office: 127 N. Indiana Ave., Box 312, 

Watertown, N. Y. $y 2-1320 

The American Hard Wall Plaster Co., Box 439, 

326 Broad St. 2 .A 1 ca 

NORTH CAROLINA 

rl he V\i e i A ' an H ’ Shaw Co< ' Box 2577 ' 4 Mt * c,are Ave. AL 4-2231 

Charlotte 1 Edwin C. Boyette & Son, Inc., Box 10582, 

216 E. Morehead St. FR 6-2454 

Goldsboro Dewey Bros. Inc., Box 1027, 801 S. George St. RE 4-3411 

NORTh'dAKOTA Wilki " S C °‘' B ° X ' 288 ' 12 °° W ' Ue S '' BR 4-6327 


Fargo Structural Steel & Supply Co., Box 1205, 

5 N. 23rd St. AD 5-7595 

Condit Constr. Prod., Inc., 3922 East Galbraith Rd. TW 1-7900 
W. R. Wilson Co., 2063 East Fourth Street PR 1-2746 

Condit Constr. Prod., Inc., 1026 West Goodale Blvd. AX 4-3791 
Condit Constr. Prod., Inc., Box 26, 

Sta. A, 2800 E. Third CL 3-1178 

The Hausman Steel Co., Box 416, 300 Sandusky St. RA 9-1661 
C & D Bldg. Prod. Co., 81 Shenango Rd. O 4-1849 


Scovil & Sublett, Inc., Box 716, 100 Northeast 26th St. JA 8-6365 
Murray R. Womble Co., 216 East 16th St. LU 4-2414 

W. H. Cress Co., 201 Concord Bldg. CA 8-1714 


HE 4-6159 
5-2648 

RE 7-7142 

GA 6-0206 
MU 1-6520 
VA 2-5166 
2-4671 
82-821 

AL 6-6372 
Cedar 5-2686 


■ I 


1 


Bradley-Zesbaugh, Inc., 523 White-Henry-Stuart Bldg. 
Fryer Ford Co., 612 Peyton Bldg. 

Ira F. Kuhn Co., Box 5176, 1724 Washington St., East 
E. L. Warnick, Box 1581, 602 1/2 9th Ave. 

Theo. Kupfer Fdry. & Iron Works, Inc., Box 909 
149 Waubesa St. 

Ben B. Holmes, 2430 Hall Avenue 
Jackson-Foster, Inc., 1715 North Water Street 


Dl 3-2473 


MA 4-1570 
MA 4-4453 


Dl 3-9421 
JA 2-4639 


CH 4-2441 
RE 5-5076 
BR 1-3380 


Lewers & Cooke, Ltd., Box 2930, 404 Piikoi St. Lewercooke 5-1961 


Honolulu 2 

PHILIPPINES 

Mani,a Norton & Harrison Co., Box 3176, 660 Echague Hoopton 3-34-1 

PUERTO RICO 

San Juan 13 Luis Lavergne-Yordan Co., Inc., Box 3021, 

Labra 800 Lavdan3-11 

VENEZUELA 

Caracas, D.F. Commercial Alfonso S. A., Apartado 2225 Alguerra 54-36* 


HENRY WEIS MFG. CO., INC. • ELKHART, INDIANA 
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